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CAPACIDAD DE CORTE / CUTTING CAPACITY

250

275

200

150

100

50

0000

TL-700-A 90º

2
5

0

3
0

0

3
5

0

4
0

0

4
5

0

2
0

0

1
5

0

1
0

0

5
0

0
0

0
0

TL-650-A 90º

TL-650-A 90º
TL-700-A 90º

Tronzadora automática de disco ascendente con corte a 90º.

• Motor Trifásico con autofrenado.
• Alto rendimiento y precisión de corte.
• Sierra de Widia de Ø650 mm (incl.).
• Pisadores vertical y horizontales dobles ajustables con dispositivo de doble presión.
• Sistema de lubrifi cación neumática mediante aire-aceite.
• Doble pulsador para el ciclo de corte.
• Velocidad de corte regulable.
• Cajón recogevirutas.
• Patas regulables en altura para nivelación y amortiguación de la máquina.

Opcional:
Unidad láser de guía linea de corte.
Pantalla automática (apertura-cierre).

Automatic upwards disc cutting for cuts at 90º.

• Three-phase motor with automatic braking.
• High performance and cutting precision.
• Widia saw of Ø650 mm. (incl.)
• Horizontal and vertical double adjustable pedals with two-pressure device.
• Pneumatic air-oil lubrication system.
• Two buttons for the cutting cycle.
• Adjustable cutting speed.
• Shavings box.
• Adjustable height supporters to level and damp the machine.

Optional:
Laser unit to guide cutting line.
Automatic screen (open-close).

Especifi caciones / Specifi cation 
TL-650-A 90º TL-700-A 90º

Motor / Motor 7,5 Hp 7,5 Hp

Diámetro max. sierra / Blade saw diameter 650 mm 700 mm

Velocidad sierra / Blade saw speed 3000 rpm 3000 rpm

Diámetro del eje / Blade saw axis diameter 50 mm 50 mm

Altura máx. de corte / Max. cutting height 250 mm 275 mm

Dimensiones / Dimensions 820x1300x1660 mm 820x1400x1660 mm

Peso / Weight 450 Kg 550 Kg

 90º 250 mm 275 mm

 90º 400x100 mm 400x140 mm

 90º 230x230 mm 250x250 mm

Altura de trabajo / Working height 970 mm 970 mm


